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Easy to Use Software makes 
Graph and Table Creation a Snap.

Software Specifications 
T&D Recorder for Windows

TR-71U・TR-72U・TR-73U

Recording Start (Programmed Start / Immediate Start)・Recording Stop 

Main Unit Settings (Recording Interval・Recording Method・Upper and Lower Limits)

Downloading of Recorded Data

Temperature, Humidity and Barometric Pressure Graphs for each Channel

Zoom in, out and scroll with mouse or keyboard

Change Channel Colors ・ Turn ON and OFF Channel Display

Channel Name ・ Recording Interval ・ Number of Readings 

Highest, Lowest and Average Readings ・ Unit of Measurement.

AB Cursor Dates, Times and Data Readings

Calculated Difference between Cursor A and B 

8 Channel Simultaneous Display and Processing 

Possible to process mixed data from TR-71U, TR-72U and TR-73Uunits. (up to 4units.)

Data List Display ・ Calculation Range Settings ・ Data Maintenance

Edit Recording Conditions・ Delete Data by Channel 

 Re-order Data by Channel

T&D Common Data File ・ Text File (CSV, etc)

(Selected Range or File for Entire Period)

Graphs / Tables

Microsoft Windows 2000 / XP English   

Microsoft Windows 98 / Me English 

Microsoft WindowsNT 4.0 English ※1 

IBM Compatible with higher than Pentium 90MHz 

USB Port (1.0 / 1.1)

More than 16MB 

More than 4 MB of free space (Data will need more space)

VGA (640 × 480) more than 256 colors

Software

Compatible Devices

Communication

 Functions

Temp/Humidity Graph

             Graph Display

               Data Display

   Number of Channels

                         Others

File Output

Printing

Compatible          OS

                   

                    PC/CPU

                    Memory

                 Hard Disk

                    Monitor

※1: USB communication with TR-71U / 72U / 73U data loggers cannot be carried out using WindowsNT4.0. 

Unit

Measurement Channel

Measurement Item

Internal Sensor

External Sensor

Optional Sensor

Measurement Accuracy

(Standard Sensor)

Measurement Resolution

Sensor Materials

Recording Interval

Recording Capacity

Recording Method

LCD Display

Power 

Battery Life 

Data Back-up

Interface

USB Communication Time

Dimensions

Weight

Attached Sensors

Accessories

Included in package

※1: There are two types of temperature sensor for TR-71U depending on measurement range.

※2: Battery life depends upon the measuring environment, recording interval, and quality of the battery being used.

TR-71U

2 Channels 

(Select from 

Ch1. internal / Ch.2 external)

Temperature 

－10 to 60℃

－40 to 110℃

－60 to 155℃ ※1

TR-0106 × 2 

(TEP Resin-coated sensors) 

 

Temperature

－10 to 60℃

0 to 50℃

－40 to 110℃

 

Temperature

－10 to 60℃

0 to 50℃

－40 to 110℃

Average ±0.3℃

（－20 to 80℃）

Average±0.5℃

（－40 to －20/

80 to 110℃）

0.1℃

Thermistor

 

Barometric Pressure

750 to 1100hPa

－

－

±1.5hPa

0.1hPa

Macromolecular

Humidity Sensor

Barometric Pressure

Sensor

   

Humidity

－

10 to 95%RH

－

±5%RH

（At 25℃ 50%RH）

1%RH

Macromolecular

Humidity Sensor

   

Humidity

－

10 to 95%RH

－

±5%RH

（At 25℃ 50%RH）

1%RH

Macromolecular

Humidity Sensor

1・2・5・10・15・20・30 Seconds

 1・2・5・10・15・20・30・60 Minutes  Total of 15 choices

Endless Loop Method (Overwrite from the oldest data when recording capacity is full)

One Time Method (Stop recording when recording capacity is full)                   

AA alkaline battery (LR6)

Activated when battery power is low or when switch is off (About 1 year)

H55mm × W78mm × D18mm

About 62g (Including one AA battery)

 AA alkaline Battery (LR6) × 1 / User's Manual (Warranty) × 1

USB Cable× 1 (US-15C ; length 1.5m)

Software Set × 1 / User's Manual (Warranty) × 1

TR-72U

2 Channels

 (Temperature and Humidity)

TR-3100 × 1 

(Temp. Humidity Sensor) 

TR-73U

3 Channels

 (Temperature, Humidity 

Barometric Pressure)

TR-3100 × 1 

(Temp. Humidity Sensor) 

Average ±0.3℃（－20 to 80℃）

Average±0.5℃（－40 to －20/80 to 110℃）

0.1℃

Thermistor

Product Specifications

For Measuring and Recording Temperature, Humidity and Pressure For Measuring and Recording Temperature, Humidity and Pressure 

Temp / Humidity / Barometric Pressure Data Logger with USB Connection
 

Photo is actual size. Display is a composite.

Distributor

Caution regarding safety To ensure safe operation, carefully read instructions before using this unit.  

5652-169 Sasaga Matsumoto

Nagano 399-0033 Japan

Facsimile(+81)263-26-4281

E-mail: overseas@tandd.co.jp

Web Site Product information, FAQ and software update downloads. http://www.tandd.com/ 

  

System Setup

Output

Standard Temperature

Sensors (TR-0106 x 2)

Standard Humidity

and Temperature Sensor

(TR-3100)

Software

(T&D Recorder for Windows)

Printout

Install

ConnectConnect

Insert

AA Alkaline battery

LR6 x 1

Text FileUSB Communication Cable

US-15C

Standard Humidity

and Temperature Sensor

(TR-3100)

Our compact lightweight TR-71U / 72U / 73U units allow you to effortlessly measure and record 
temperature in a range of -60 to 155 C, humidity from 10 to 95% and pressure from 750 to 1100 hPa. 
That data can then be transferred via high speed USB cable to your computer whereby our exclusive 
software empowers you to create colorful graphs and tables for saving or printing.

Colors in the photos in this catalog may be different from real product colors.  The specification and designs of the products in this catalog are true as of February 2004.  Specifications are 
subject to change without notice. Microsoft, Windows  and Excel  are registered trademarks of Microsoft Corporation USA and other countries.  Company names and product names are 
trademarks or registered trademarks of each company.  Teflon  is a registered trademark of the Dupont Corporation and of the Mitsui Dupont Fluro-chemical Corporations.  Lotus  is a 
registered trademark of the Lotus Development Corporation.  Pentium  is a registered trademark of the Intel America Corporation. 

8,000 Readings × 2 Channels

Measurements (Ch1 only, Ch2 only, alternating display), 

Recording Status,Battery Life Warning, 

Amount of Recorded Data, Unit of Measurement

About 1 year  ※2

USB Communication Cable (option: RS-232C)

When downloading (1 unit of full data - about 8 seconds)

8,000 Readings × 3 Channels

Measurements (Ch1 only, Ch2 only, Ch3 only,alternating display), 

Recording Status, Battery Life Warning, 

Amount of Recorded Data, Unit of Measurement

About 10 month  ※2

USB Communication Cable

When downloading (1 unit of full data - about 12 seconds)


